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Item Rate BoQ

Tender Inviting Authority:  THE COMMISSIONER, SALEM CORPORATION

Name of Work:  Providing of New Poles, LED Street Lights and UG Cables in Mulluvadi Gate New Bridge in Div - 14. Zone - II.

 Contract No:  E7/EST NO.181/Ele/2023-2024                                              Estimate Amount : 9.25 Lakhs 

Validate Print Help

entered by the 

Bidder 

Rs.      P

Rs.      P

1 2 4 5 13 53 55

1 Supply of 150W LED Flood Light:

Supply of 150W LED Flood Light fitting  system 

made of pressure die cast aluminium housing with 

heat resistant toughened glass cover confirming to 

IP65. Separate compartment for LEDs & electronic 

driver with CCT of 5700K , PF > 0.9. System efficacy 

>85. Operating voltage range of 120V to 270V with 

surge arrestor Minimum of 1KV. Driver current not 

less than 700mA. THD < 10%. Lumens package not 

less 100 lm/W for LED Source. Test certificate from 

NABL(National  accredited board for Testing & 

Calibration laboratory)  for LM79 report. In house 

Testing facility to be available for the same etc; 

complete as per Standard Specification.

25.00 Nos

1.1 Supply and  Fixing of 3 core 1.5 Sq.mm Cable:

 Supply  and delivery of  3 core 1.5sqmm  Flexible 

cable with ISI mark. 75.00 Rm



1.2 Labour Charges for Fixing of 150W LED Flood Light:

 Labours charges for Fixing of New  150W LED 

Flood Light fittings complete set.
25.00 Nos

1.3 Supply and Clamping of. 4 x 10 sq.mm PVC LTUG 

armoured cable on post or on wall with MS Clamps:

Supply and Clamping of 4 core x 10 sq.mm PVC 

LTUG armoured (Aluminium) cable on post or on 

wall with MS Clamps 

500.00 Rm

1.4 Supply and providing of cable termination:

Supply and providing of cable termination of 4 core x 

10 sq.mm PVC LT UG (Aluminium) armoured cable 

with necessary aluminium socket by crimping with 

electrical connection etc. complete

50.00 Nos

1.5 Supply and Fixing of Junction Box:                                                                   

Supply and Fixing of Junction Box with All 

accessories as per departmental officer instruction
25.00 Nos

1.6 Supply and Erection of 7M Height Octagonal street 1.6 Supply and Erection of 7M Height Octagonal street 

light pole with Single Arm Straight Bracket:

Supply and Erection of 7 M Height Galvanized 

Octagonal street light  pole  free standing single arm 

bracket 8 sided octagonally continuously tapered 

structured pole with base plate size 250mm length x 

250mm width x 12mm thickness as per IS-875 with 

following specification. Bottom Pole dia - 140mm, 

top pole dia - 70mm, Thickness of pole - 3mm and 

the pole should be hot dip galvanized confirming to 

BESN ISO - 1461 with thickness of 65 Micron. 

1.00 Nos

1.7 Supply and Erection of Single Arm Straight Bracket:

Supply and Erection of Single arm straight bracket.

1.00 Nos



1.8 Erection of Foundation for 7M Height Octagonal 

street light  pole:

Erection of Foundation for 7 M Height Galvanized 

Octagonal street light  pole with M 20 X 700mm long 

‘J’ type foundation bolts (EN 8 grade)  and 

necessary nuts & washers and 50mm PVC pipe for 

cable entry and foundation size of 450mm X 450mm 

X 300mm including all  civil works, all labour charges 

etc., complete as directed by departmental officers.

1.00 Nos

1.9 Supply of 90W LED Street light:

Supply of 90W LED Street light fitting  system made 

of pressure die cast aluminium housing with heat 

resistant toughened glass cover confirming to IP65. 

Separate compartment for LEDs & electronic driver 

with CCT of 5700K , PF > 0.9. System efficacy >85. 

Operating voltage range of 120V to 270V with surge 

arrestor Minimum of 1KV. Driver current not less 

than 700mA. THD < 10%. Lumens package not less 

100 lm/W for LED Source. Test certificate from 

NABL(National  accredited board for Testing & 

Calibration laboratory)  for LM79 report. In house 

Testing facility to be available for the same etc; Testing facility to be available for the same etc; 

complete as per Standard Specification.

2.00 Nos

2 Supply and  Fixing of 3 core 1.5 Sq.mm Cable:

 Supply  and delivery of  3 core 1.5sqmm  Flexible 

cable with ISI mark. 18.00 Rm

2.1 Labour Charges for Fixing of 90W LED Street light:

 Labours charges for Fixing of New  90W LED Lamp 

fittings complete set.

2.00 Nos

2.2 Supply and providing of cable termination:

Supply and providing of cable termination of 4 core x 

16 sq.mm PVC LT UG (Aluminium) armoured cable 

with necessary aluminium socket by crimping with 

electrical connection etc. complete

2.00 Set

Total in Figures

Quoted Rate in Words


